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 3215 Corridor Dr.  Mira Loma, Ca 91752 
Tel. 626.961.0051    Fax 626.336.2217

www.panamericanceramics.com

Quarry Series

Beige

Grey

Black

Cream

IMPORTANT: FOR APPLICATIONS WITH SPECIFIC SLIP RESISTANCE REQUIREMENTS,

PLEASE CONFIRM COEFFICIENT OF FRICTION TESTING BEFORE SELECTION OF TILE

Shade
Guide Usage P.E.I. Mohs

Acid
Resist

Frost
Resist

   5 5 5 YES YES

PRODUCT

DESCRIPTION

U/M PCS/CTN    SF/  CTN   CTN/PLT     SF/PLT  LBS/CTN

FIELD 18”x30” NR SF 4 14.78 24 354.72   66

FIELD 12”x24” NR SF 6 11.7 60   702   52

FIELD 6”x24” NR SF 14 13.44 60 806.4   59

Mosaic 2”x2” (36 pcs) PC 9   8,77 – –   33

Battiscopa 3”x12” PC 56 – – –   55

Quarry
Porcelain

Additional  Information:

Quarry is an Italian product through body porcelain produced with ink jet technology; conic shaped allows it to be installed with a tight 

grout joint.  The warm tones and elegant veins make it perfect for residential and commercial designs.

Coeffi cient of friction test results exceed A.D.A. recommendations 0.87 dry and 0.68 wet
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